
 

SICO® Tri-Height Stages 

 
 

 

 Compact Self-contained Unit – Roll into and out 
of use. Designed to be set up and stored by one 
person, resulting in reduced labor costs. No need 
for carts. 

 Mobile / Folding / Portable – Easily fold the 
decks up and roll the stage into and out of use on 
built-in wheels.  

 Over-center Locking Mechanism (SICO® 
Exclusive) - Keeps unit and legs locked safely into 
place during transport.  

 Reversible Deck with Pop-up Assist (SICO® 
Exclusive) - Two stages in one with your choice of 
carpet and Tuff-Deck on either side. Spring Pop-up 
assists in deck reversal without dismantling a stage 
set-up. The pop-up spring feature combined with 4-
bolt assembly makes it easy to reverse decks using 
only a conventional allen wrench. Decks have two 
3/8” plywood skins surrounding a honeycomb core 
with a solid wood perimeter.  

 Rigid One Piece Unitized 14 Gauge Steel Frame 
- Designed to support deck loads of up to 125lbs. 
(57kg) per square foot. Frame allows the deck to 
spread the weight evenly. The decks nest firmly 
within the frames.  

 Velcro - Placed around the perimeter of stage for 
easy drape attachment. No clips to break, or lose. 

 Unit-to-unit Connector - This easy to use, 
permanently attached metal hook holds 2 stage 
units together. The stage sections lock together  

 

 

with unit-to-unit connectors when units are at the 
same heights. No cords, velcro, or tape are 
necessary to hold stages in place.  

 Tiered Riser Unit-to-unit Connector - Provides 
firm positive unit-to-unit locking when stages are 
at different heights. Overlapping of decks in the 
riser set-up eliminates the possibility of chair legs 
sliding through. No additional chairstop required. 

 Load-bearing Stage Legs – Set-up position on 
strong and stable square legs, providing 8 solid 
points of contact. Top inner leg designed to be 
adjusted for additional stability. Outer bottom leg 
tapered to exact dimensions. 

 Heavy-Duty Wheels – Four swivel, Non-marring 
5" (13cm) rubber wheels protect floors, and are 
designed for long term life. No heavy sections to 
lift or carry. Eliminates the need for purchase of a 
cart.  

 Lock and Pin Mechanism – Permanently attached 
and spring loaded. Adjusts in 6" (15cm) 
increments.  

 Guardrails - Provide an added safety feature and 
are required for use with all SICO® stages and 
risers. Additional accessories such as  steps, ramps, 
chairstops, and backdrops available. 

 SICO® Warranty - 3-Year warranty on 
components with a Lifetime Warranty on Welds. 

 Serial Number – All SICO products come with 
serial numbers for easy ID. 

Features, Advantages & Benefits 



SICO® Tri-Height Stages 

Specifications 
 

Dimensions Lbs.  cu.ft. 

6'X8' (1828 mm x 2438 mm) 

6'x8'-12"/18"  
(305/457 mm) 

250 28.0 

6'X8'-18"/24"/30" 
(457/610/762 m) 

335 41.0 

6'X8'- 24"/30"/36" 
(610/762/914 m) 

365 64.0 

6'x8'-30"/36"/42" 
(762/914/1067 m) 

384 72.0 

4'x8' (1219 mm x 2438 mm) 

4'x8'-12"/18"  
(305/457 mm) 

250 28.0 

4'X8'-18"/24"/30" 
(457/610/762 m) 

335 41.0 

4'X8'- 24"/30"/36" 
(610/762/914 m) 

365 64.0 

4'x8'-30"/36"/42" 
(762/914/1067 m) 

384 72.0 

 



 

 

                                                              For more information, visit: http://www.sicoinc.com/triheight.php 

1‐800‐328‐6138 



 

SICO® TARIMAS PLEGABLES Y MÓVILES DE TRES ALTURAS 

 
 

 

Mecanismo de bloqueo sobre centro (exclusivo 
de SICO®): Mantiene el módulo y sus patas 
bloqueadas durante el transporte.  

Módulo desplegable reversible: Elija entre una 
superficie de alfombra o vinilo en un lado o ambos. 
El muelle de despliegue ayuda a girar el módulo sin 
necesidad de desmontar la tarima. Este dispositivo, 
combinado con el ensamblaje de 4 pernos, permite 
voltear fácilmente los módulos, utilizando sólo una 
llave Allen tradicional.  

 Módulo independiente compacto: Diseñado 
para que pueda ser montado y almacenado por 
una sola persona, reduciendo así los gastos en 
mano de obra. No necesita carros para su 
transporte.  

 Sistema de unión de gradas con niveles: 
Permite unir firmemente los módulos cuando 
las tarimas se encuentran a diferente altura. La 
superposición de los tableros en la 
configuración de gradas evita que las patas de 
las sillas caigan en los espacios entre tarimas. 
No se requieren otros topes para sillas. 

 Sistema de unión: Este dispositivo fácil de 
utilizar e incorporado permanentemente permite 
unir dos módulos entre sí, siempre que se 
encuentren a la misma altura. No necesita 
cuerdas, velcro ni cinta para mantener las  
tarimas ensambladas. 

 

 Patas con soporte de carga: Las ruedas 
cambian a la posición de montaje sobre patas 
resistentes y estables, ofreciendo 8 sólidos 
puntos de contacto.  

 Ruedas de alta resistencia: Al no dejar 
marcas, sus resistentes y duraderas ruedas 
ayudan a proteger el suelo. Olvídese de tener 
que levantar o transportar módulos pesados y 
elimine de los carros.  

 Mecanismo de pin y seguro: Permite realizar 
ajustes en incrementos de 15cm.  

 Velcro: Colocado sobre el perímetro de la 
tarima para una fácil instalación de faldones.  

 Dos o tres ajustes de altura: Los módulos se 
ajustan en incrementos de 15cm. 

 Estructura rígida de acero de calibre 14 y de 
una sola pieza: Diseñada para soportar la carga 
del módulo de 278,3kg/m2. Su estructura 
permite una distribución uniforme del peso, 
quedando los módulos firmemente encajados.  

 Barandillas de seguridad: Ofrecen seguridad 
adicional y su uso es obligatorio para todas las 
gradas y tarimas de SICO®. 

 Garantía SICO®: Tres años de garantía para 
las piezas y garantía de por vida para las 
soldaduras. 

 

Características de la tarima de tres alturas	



 

 

SICO® TARIMAS PLEGABLES Y MÓVILES DE TRES ALTURAS 

Especificaciones 

Dimensiones 
Alturas 

kg Metros cúbicos 

1828 mm x 2438 mm 

305/457mm 
 

113.5 .79 

457/610/762 mm 
 

152 
 

1.16 
 

610/762/914 mm 
 

166 
 

1.81 
 

762/914/1067 mm 
 

174 
 

2.04 
 

1219mm x 2438mm 

305/457mm 113.5 .79 

457/610/762 mm 152 1.16 

610/762/914 mm 166 1.81 

762/914/1067 mm 174 2.04 

 

 

 

 

 

 



 

Dimensiones métricas de la tarima de tres alturas 

Tarima de Largura en posición doblada
121.9 cm x 243.8 cm 121.9 cm

Alturas se ajustan en 
incrementos de 15.2 cm 

Anchura
doblada 

Altura doblada 

30.5, 45.7 cm  69 cm 126 cm 
45.7, 60.9, 76.2 cm 66 cm 141 cm 
60.9, 76.2, 91.4 cm 76 cm 156 cm 

76.2, 91.4, 106.7 cm 76 cm 156 cm 

                                                         

 

 

 

 

 

 

 

 
 

Tarima de  Largura en posición doblada 
182.8 x 243.8 cm  182.9 cm 

Alturas se ajustan en 
incrementos de 15.2 cm  

Anchura
doblada 

Altura doblada 

30.5, 45.7 cm  69 cm 125.7 cm 
45.7, 60.9, 76.2 cm 66 cm 141 cm 
60.9, 76.2, 91.4 cm 76.2 cm 156.2 cm 

76.2, 91.4, 106.7 cm 76.2 cm 156.2 cm 

 

 


