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Item #   

Quantity

Commercial Electric
Induction Cooker
Model: EIC-400E 

Safer than traditional gas or electric resistance 
burners, induction cooktops use magnetism to rapidly 
heat up induction cookware, which in turn heats up 
food. The ideal choice for tableside, catering and 
buffet-line cooking, induction cooktops are faster and 
more efficient than installed gas stovetops.

Standard Features
♦♦Up to 1800 watts of continuous heat to cook 
everything from a low simmer to a rolling boil
♦♦ Easy-touch control pad with adjustable power    
levels (1-10)
♦♦Ceramic glass surface with small-article and pan 
detection, 4-3/4"-10-1/4” (120-260mm) induction 
cookware
♦♦Durable stainless steel & plastic body construction
♦♦ Timer up to 180 min. (3 Hours)

♦♦One year parts and labor warranty

Parts Accessories

EIC-EP1 Control Panel

EIC-EP2 Fan

EIC-EP3 Rubber Foot

EIC-EP4 Coil (including sensor)

EIC-EP5 Main Control Board

EIC-EP6 Power Cord

INDUCTION READY COOKWARE
Winco Tri-Gen Induction Cookware

Winco Premium Stainless Steel Cookware

Winco Induction Ready Aluminum Cookware

Winco Fire Iron Cast Iron Enameled and Pre-Seasoned Cookware



Commercial Electric 
Induction Cooker
Model: EIC-400E

Cord Location
Back right

Plug Configuration

Product Specs 
Commercial Electric Induction Cooker 
The Commercial Electric Induction Cooker model EIC-400E as manufactured by Winco®, Lodi, NJ 07644

The Commercial Electric Induction Cooker shall be rated at 1800 Watts, 120V~60Hz/1. 

The induction cooker shall be equipped with an easy-touch control pad with adjustable power levels (1-10), ceramic glass surface with small-article and pan detection, 
4-3/4”-10-1/4” (120-260mm) induction cookware, durable stainless steel and plastic body construction, and timer up to 180 min. (3 Hours).

ETL l isted (US only). NSF certified.

Warranty consists of one year parts and labor.

MODEL DESCRIPTION
OVERALL DIMENSIONS

VOLTS HZ WATTS AMPS PLUG SHIP
WEIGHTLENGTH DEPTH HEIGHT

EIC-400E Induction Cooker  11-3/4" 
(298mm)

15-3/4"
(400mm)

2-3/4"
(70mm) 120 60 1800 15 NEMA 

1-15P
7.7 lbs

(3.5 kgs)

NEMA 1-15P

FRONT VIEW

113/4” (298mm)

SIDE VIEW

153/4” (400mm)

23/4” 
(70mm)

113/8” 
(289mm)

TOP VIEW
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