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DKS-3002

Capacity and Divisions
Low Range

0 g to 1000 g x 1 g
4 lb x 0.1 oz

High Range
1000 g to 2000 g x 2 g

No dual range

DKS-3002 COMPACT DIGITAL
KITCHEN SCALE

Form No. YSS-DKS-1115-01

Features
• Large Removable Stainless Steel Platform
• LCD Display
• Battery or AC Operation
• Auto Shut-off
• Initial, Automatic and Semi-automatic
 Zero Setting Mechanisms

Weighing System Strain gauge load cell

Platform 5.9” x 4.7” removable stainless steel optional (150 x 120 mm)

Display LCD: 4 digits plus annunciators

Character Size Character Size: 0.5”x .3” (12 x 7 mm)

Power 9 volt battery

Operating Temperatures 32° F to 104° F  (0° C to 40° C)

Options AC Adapter
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DKS-3002

Capacity and Divisions
Gama Baja

0 g to 1000 g x 1 g
4 lb x 0.1 oz

Alta Gama
1000 g to 2000 g x 2 g

No dual range

DKS-3002 BASCULA DIGITAL 
COMPACTA PARA COCINA 

Form No. YSS-DKS-1115-01

Caracteristicas
• Plataforma grande de acero inoxidable desmontable
• Display LCD 
• Operación a batería o AC 
• Apagado automático
• Ajustes de mecanismos Zero Inicial,
    Automatico y Semi-automatico

Sistema de peso Celulas de pesaje extensometrico

Plataforma 5.9” x 4.7” acero inoxidable, removable opcional (150 x 120 mm)

Pantalla LCD: 4 digitos más anunciadores

Tamaño de caracteres 0.5”x .3” (12 x 7 mm)

Energia Batería de 9 voltios 

Temperaturas de funcionamiento 32°  F to 104°  F  (0° C to 40°  C)

Opciones Adaptador AC


