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SKY  MECHANICAL DIAL SCALE

Form No. YSS-SKY-0216-01

Features 
•	 Portion control and recipe formulation
•	 Stainless steel construction
•	 Stainless steel platform
•	 Rotating chart for quick taring
•	 6” diameter dial, tilted 30° for easy reading
•	 Lightweight, fine point indicator provides 

quick and accurate readings
•	 Shatterproof plastic dial
•	 Zero Setting Mechanisms
•	 Ideal for kitchens and meat processing plants
•	 Capacities from 35 oz to 6.6 lb (1 kg to 3 kg)

Weighing System Spring Mechanism

Platform 7”W x 6”D Stainless Steel (177.8W x 152.4D mm)

Material Stainless Steel

Operating Temperatures 14° F to 104° F (-10° C to 40° C)

Dial 6" diameter, 30 degree slant

SKY-1PK SKY-2PK SKY-3PK

Capacity and Divisions
35 oz x 1/4 oz

1 kg x 5 g
4 lb x 1/2 oz
2 kg x 10 g

6.6 lb x 1/2 oz
3 kg x 10 g

SKY-1PK
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BÁSCULA MECÁNICA DIAL SKY

Form No. YSS-SKY-0216-01

Sistema de pesaje  Mecanismo de resorte

Plataforma 7”W x 6”D Acero inoxidable (177.8W x 152.4D mm)

Material Acero inoxidable

Temperaturas de funciona-
miento

14° F to 104° F (-10° C to 40° C)

 Dial Diámetro de disco de 6”, inclinación de 30°

SKY-1PK SKY-2PK SKY-3PK

Capacidad y divisiones
35 oz x 1/4 oz

1 kg x 5 g
4 lb x 1/2 oz
2 kg x 10 g

6.6 lb x 1/2 oz
3 kg x 10 g

SKY-1PK

Características 
•	 Control de porción y formulación de receta
•	 Construcción de acero inoxidable
•	 Plataforma de acero inoxidable
•	 Tabla giratoria para una tara rápida
•	 Diámetro de disco de 6”, inclinación de 30° para lec-

tura fácil
•	 El indicador ligero de punta fina, proporciona lecturas 

rápidas y exactas
•	 Dial de plástico irrompible
•	 Mecanismos de configuración Cero
•	 Ideal para cocinas y plantas procesadoras de carne
•	 Capacidades desde 35 oz a 6.6 libras (1 kg a 3 kg)


